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Aplicación: 
Transferencia de fluidos hidráulicos a mediana presión. Sector 
petrolero, construcción, agricultura, industrias y automotriz
Ventajas: 
Flexible, excede la norma
Tubo: 
Mezcla de goma sintética, resistente al aceite y combustible
Refuerzo: 
Una trenza de acero, altamente resistente
Cubierta: 
Mezcla de goma sintética, resistente al aceite, abrasión e 
intemperie 
Color de Cubierta: 
Negro, con una franja de color blanco
Marcado: 
PROFIX +PIR (R1) XX” ~ XX MM I.D. DIN EN 853 1SN ~ 
EXCEEDS SAE 100 R1AT MSHA APPROVED ISO 1436 
(MAX. W.P. XXXX PSI ~ XXX BAR) -40°C + 121°C +PIR
Rango de Temperatura: 
Desde -40ºC hasta +121ºC.

Applicatión:
Hydraulic fluids transfer medium pressure. oil sector, 
construction, agriculture, industry and automotive
Advantage:
Flexible, exceeds the standard
Tube:
Mixture of synthetic rubber, resistant to oil and fuel
Reinforcement:
A braid of steel, highly resistant
Cover:
Mixture of synthetic rubber, oil resistant, abrasion and weather
Cover Color:
Black, with a green band
Branding: 
PROFIX +PIR (R1) XX” ~ XX MM I.D. DIN EN 853 1SN ~ 
EXCEEDS SAE 100 R1AT MSHA APPROVED ISO 1436 
(MAX. W.P. XXXX PSI ~ XXX BAR) -40°C + 121°C +PIR
Temperature range:
-40ºC to +121ºC.
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EXTERNO

PRESIÓN MAXIMA
 DE TRABAJO
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 DE RUPTURA
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