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Applicatión:
Transfer of hydraulic fluids at low pressure. Designed for power 
steering in vehicles (Power Steering). Automotive section
Advantage:
Flexible. With textile reinforcement to absorb impulses
Tube:
Mixture of synthetic rubber, oil and fuel resistant
Reinforcement:
Mixture of synthetic rubber, oil and fuel resistant
Cover:
Synthetic rubber blend, oil resistant, abrasion and weather
Cover Color:
Black, with a strip of ocher color, white letters
Branding: 
PROFIX LLS (R4) XX” ~ XX MM I.D. RETURN LINE SUCTION 
& DISCHARGER SAE 100R4 J517 ~ MSHA APPROVED ISO 
1307 (MAX. W.P. XXXX PSI ~ XXX BAR) -40°C + 125°C LLS
Temperature range:
-40ºC to +125ºC.

FOLLOW US:                        @PROFIXSUPPLY www.profixcorporation.com

Aplicación: 
Succión de fluidos hidráulicos a baja presión. Sector construcción, 
agrícola e industrial
Ventajas: 
Resistente a los derivados del petróleo, excelente para líneas de retorno
Tubo: 
Mezcla de goma sintética, resistente al aceite y combustible
Refuerzo: 
Capas textiles, altamente resistentes. Alambre helicoidal entre las capas
Cubierta: 
Mezcla de goma sintética, resistente al aceite, 
abrasión e intemperie
Color de Cubierta: 
Negro, con una franja de color ocre, letras color blanco
Marcado: 
PROFIX LLS (R4) XX” ~ XX MM I.D. RETURN LINE SUCTION & 
DISCHARGER SAE 100R4 J517 ~ MSHA APPROVED ISO 1307 
(MAX. W.P. XXXX PSI ~ XXX BAR) -40°C + 125°C LLS
Rango de Temperatura: 
Desde -40ºC hasta +125ºC.
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